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Kit Contents 

 
 

Item Description Quantity 

1 Forza Exhaust Controller ς Model B4-FP 1 

2 Connection wire (120 cm), red and black 2 

3 Fuse Tap -Mini Form Factor w/ 5A fuse 1 

4 Extension cable (120 cm) 1 

5 Connection cable (120 cm) 2 

6 
Pierburg vacuum control valves (with 3M VHB mounting 
strip applied to base) 

2 

7 Silicone rubber vacuum line (3.5mm ID) 1 

8 Vacuum hose barbed coupler 2 

9 Stainless steel cable ties ς мпέ 3 

10 3M Dual Lock mounting strips 2 

11 Remote RF Transmitter (already paired to controller) 1 
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Set Option for Valve Position at Engine Start 
 

¶ Locate Jumper Pin on Forza Printed circuit 
board. 
 

¶ Set jumper position according to the 
illustration below. 
 

¶ NOTE:  Jumper position is only if using the 
remote fob to operate the controller.  If 
using a manual switch to operate the 
controller, the jumper position is irrelevant.  
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Ferrari 488 Pista ς Locate Vacuum Control System for Exhaust 
Bypass Valves (2X) 
 

 
 
 

 
 
 

 
   

Review 488 Install Tips 
http://www.forzacomponenti.com/faq_488.html 

Note:  The modulator valves (see illustration 
above) look similar to the vacuum control valves.  

Do not make any changes to the modulator valves. 

http://www.forzacomponenti.com/faq_488.html
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Vacuum Routing for Forza Controller Installation 
 

¶ Locate existing vacuum lines that are connected to the ǘƻǇ ǇƻǊǘ ƻŦ ǘƘŜ tƛǎǘŀΩǎ ǾŀŎǳǳƳ ŎƻƴǘǊƻƭ ǾŀƭǾŜǎΦ 

¶ Disconnect vacuum lines from the top port of existing vacuum control valves. 

¶ Cut short length of new vacuum tubing and couple to this vacuum line using a hose connector. 

¶ Connect vacuum line to the top port of the new Forza (Pierburg) vacuum control valve. 

¶ Cut length of new vacuum tubing to connect the top port of the existing valves to the front port of the new Forza 
(Pierburg) valves, as shown below. 
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Location for new Pierburg Vacuum Control Valves 
¶ Locate new Pierburg valves near existing vacuum control valves. 

¶ Existing valves are bolted to the square tubing as shown in photograph. 

   
 

¶ Select spot near existing vacuum control valves to secure new Pierburg valves.  Thoroughly clean surface to be free of 
oil, water or any debris.  Use alcohol or similar solvent. 

¶ Peel backing off adhesive strip on new Pierburg valves and firmly press to establish a good bond with the surface of the 
square cross-member tubing. 

¶ For extra security, you can use a cable tie, stainless-steel zip tie or safety wire or similar method to mechanically secure 
the new valves to the square tubing. 
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Ferrari 488 Pista ς Install Forza Exhaust Controller  
 

 
 

¶ Once you have secured the new Pierburg valves and made the vacuum line connections, then connect the female plug 
ƻŦ ŜŀŎƘ ŎƻƴƴŜŎǘƛƻƴ ŎŀōƭŜ ǘƻ ǘƘŜ ǾŀƭǾŜΩǎ ƳŀƭŜ ŎƻƴƴŜŎǘƻǊΦ   

¶ Route the connection cables to the controller module and make connections. 

¶ Secure the cables using zip ties or other suitable method. 

  


